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ALUMINUM AWNINGS 
roll-up and stationary types 


general description: 


Flexalum Aluminum Awnings provide attractive and economical 
protection against sun glare and heat for new or existing buildings. 
Awnings are custom-made and installed by local maufacturers licensed 
by Hunter Douglas. All components and designs are furnished and 
controlled by Hunter Douglas. 


applications: 


There is a type of Flexalum awning for almost any kind of application 
to a store, office building, factory, school or institution. The awning roof 
can be mounted at any angle through an arc of 90° to provide a vertical 
sun shade or a horizontal canopy. Anchorage is simple and adjustable and 
can be accommodated to the building material. Stationary types can be 
constructed to meet load requirements up to 40 lb. per sq. ft. for snow or 
other conditions; mitred designs are available for inside and outside 
corners to follow the building line. 


types: 


Flexalum awnings are of two basic types, Roll-up and Stationary. 

Roll-Up —a metal box attached to the building houses a gear driven roller 
tube the width of the awning. The awning roof is constructed of panels IVz” 
wide which are interlocked in such a way to permit the roof to coil around 
the roller tube when it is actuated. In existing buildings the receiving 
box is mounted flush as an open face installation. For new construction 
an opening in the masonry should be provided to fit a recessed box. 

Stationary—constructed of panels 3%e” wide that snap on stringers running 
parallel or perpendicular to the building line. Three styles — 

Aurora: pan and cover type design with panels perpendicular to building 

line; special type for casement windows and door canopies. 

Zenith: step down design with Vie" clearance between individual panels; 

panels are parallel to building. 

Panorama: step down design with %" clearance between panels to permit 
view through awning—panels are parallel to building. 

sizes: 

The flexible design of both types, together with the fact that they are 
custom-made, permit a sizing arrangement to fit any structure. Widths 
can be exact size; projections for stationary awnings are almost unlimited. 


material: 


Panels for both types are made from an aluminum alloy specially developed for 
awnings by Hunter Douglas. The alloy is spring-tempered to give it unusual 
resilience. Roll-Up panels are .017" in thickness; stationary types are .026". 


The aluminum panel and understructure material is acid cleaned, “duratized”, 
prime coated and then painted with a high quality baked enamel. It will 
withstand over 300 hours 20% salt spray solution at 95°F., and 250 hours 
exposure to Weatherometer tests without blistering, corroding, chalking, 
loss of gloss or changing color. Panels are available in a wide choice of 
colors. The underside of the panels and the understructure is always white. 
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AWNING LAYOUT DATA 

Face Mounting* — 

*For recess mounting add 1' to desired projection. 








OLL-UP 


; aluminum roll-up awning for store fronts 
can be traced to its many unique advantages. 
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urable paint finish, and an all-white 
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clean, bright look. 

The widely recognized properties of aluminum and the hard glos 
combine to effectively reflect light and heat rays and lower the ter 
of the shaded area. The Flexalum Roll-Up will give year ’round 
there are no storage or deterioration problems. It’s designed to take 
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weather conditions. Rain tends to keep the awning clean 
grime readily yields to simple washing that restores th 

long range economy 

The durability of the Flexalum Roll-Up makes 
economical awning in the long run. The special 
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Specificatio 

All Roll-up Commercial Awnings sho' 
accompanying this specification 
detailed specifications of the Hunl 

Bridgeport Brass Co. of 405 Lexington Ave., New York, N. Y., for 
Aluminum Roll-up Awnings. All of the components of the Aluminum 
Roll-up Awning Roof shall be as manufactured by the Hunter 
Douglas Aluminum Corporation, and the components of 
ing understructure as manufactured by the Astrup Co. < 

Ohio or equal. The installation of the completed unit s' 
authorized Flexalum manufacturer or dealer. 


MINIMUM _ 
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MAXIMUM 
PITCH 41»* 
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NOTE: Average recommended projection 6'. Roof 
should not exceed 8', if possible. Roof sizes above 8' 
require special installation. 


































































































ALUMINUM AWNING 
stationary type 



C 


Where the elimination of glare and a marked reduction in sun 
load must be accomplished for protection or for the first (or only) 
step towards air conditioning, the Flexalum stationary aluminum 
awning offers an attractive solution at lowest cost. 


modern styling 

Harmony between the architecture of the building and the sun 
shade device can be achieved by selecting one of the Flexalum 
vertical or horizontal awning styles. From the outside, every 
style presents a clean, crisp appearance, in colors to blend or 
contrast with the structure. From inside, the Flexalum awning 
permits a bright, uncluttered view because of its glossy, all-white 
underside and the absence of screws, nuts or bolts in the roof. 

ventilation 


s 



The most effective reduction in the heat gain of glass areas 
requires full ventilation through the awning to avoid heat 
pockets against the window. The Flexalum awning provides 
complete ventilation by the arrangement of its panels. It promotes 
air circulation by permitting hot air to be drawn through 
the roof of the awning. 


Specifications 

All stationary aluminum awnings shown on 
plans and drawings accompanying this speci¬ 
fication shall be Flexalum Awnings with all 
components manufactured by the Hunter 
Douglas Aluminum Division of Bridgeport 
Brass Co., 405 Lexington Ave., New York, 
N. Y. All materials and workmanship shall 
be in accordance with the Flexalum Awning 
detailed specifications and the Aurora type 
commercial rigid awning shall also conform 
to the Uniform Building Code and Structural 
Analysis as approved by the International 
Conference of Building Officials. 


durability 

The long service life of a Flexalum awning is attested by 
independent engineering analysis of every structural member. 
The skin is made of special spring-tempered aluminum finished 
with a four-stage process that gives it a brilliant coat of 
baked enamel. Flexalum awnings are guaranteed not to rust, 
chip, crack or peel. 

See Page 2 for information on the three Flexalum stationary 
awning styles, Aurora, Zenith and Panorama. 

The Flexalum Aurora is listed in Uniform Building Code 
recommendations for patio awnings by the International 
Conference of Building Officials. 
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